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1 . A method of producing a sample (10) of a treatment outcome on a textile specimen, 
wherein a textile specimen in the form of a web section (1) is provided along its full 
production width (B) with a leader (6) on one/ end (2) in the longitudinal direction of the web 
section (1), and on the other end (3) it is provided with a trailer (7) and then is passed through 
a production installation for treatment in the/direction of feed. 

2. The method according to Claim J^wlierein a section of web material which is 
nonabsorbent of the treatment bath is used/as leader and trailer (6,7). 


3. The method according to Clainpf wherein the web material is a plastic film. 

4. The method according to one Jbf Claims 1 tj^ugh 3, wherein the length (L) of the 
textile specimen amounts to a few meters^ / 

5. The method according to odeof Claims 1 through 4, wherein an applicator device 
having an especially low bath conte^r^ used^fr tHe treatment medium. 

6. A textile sample (10) in thi form of a web section (1) uHhe full production width 
which is provided with a leader (6) it one end (2) in the longitudinal direction, and with a 
trailer (7) at the other end in the longitudinal direction. 

7. The sample according t/ Claim 6, wherej/the leader and the trailer (6, 7) are made 
of a section of web material that Is not absorbent of the treatment bath. 

8. The sample according to Claim 7/wherein the section of wsb material is made of a 
plastic film. 
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